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1
VARIABLE CONTOUR NACELLE ASSEMBLY
FOR A GAS TURBINE ENGINE

BACKGROUND OF THE INVENTION

This invention generally relates to a gas turbine engine, and
more particularly to a method for influencing a variable con-
tour of a nacelle assembly during abnormal aircraft operating
conditions.

In an aircraft gas turbine engine, such as a turbofan engine,
air is pressurized in a compressor and mixed with fuel in a
combustor for generating hot combustion gases. The hot com-
bustion gases flow downstream through turbine stages which
extract energy from the hot combustion gases. A fan supplies
air to the compressor.

Combustion gases are discharged from the turbofan engine
through a core exhaust nozzle and a quantity of fan air is
discharged through an annular fan exhaust nozzle defined at
least partially by a nacelle assembly surrounding the core
engine. A majority of propulsion thrust is provided by the
pressurized fan air which is discharged through the fan
exhaust nozzle, while the remaining thrust is provided by the
combustion gases discharged through the core exhaust
nozzle.

It is known in the field of aircraft gas turbine engines that
the performance of the turbofan engine varies during diver-
sified operability conditions experienced by the aircraft. An
inlet lip section located at the foremost end of the turbofan
nacelle assembly is typically designed to enable operation of
the turbofan engine and reduce separation of airflow from the
inner and outer flow surfaces of the inlet lip section during
these diversified conditions. For example, the inlet lip section
requires a “thick™ inlet lip section to support operation of the
engine during specific flight conditions, such as crosswind
conditions, takeoff conditions and the like. Disadvanta-
geously, the “thick” inlet lip section may reduce the efficiency
of' the turbofan engine during normal cruise conditions of the
aircraft, for example. As a result, the maximum diameter of
the nacelle assembly is approximately ten to twenty percent
larger than required during cruise conditions.

An aircraft may also experience a variety of abnormal
aircraft operating conditions, including but not limited to,
windmilling engine-out conditions and fan blade-out condi-
tions. Disadvantageously, the performance characteristics of
the gas turbine engine may drastically decrease during abnor-
mal aircraft operating conditions of this type. Known nacelle
assemblies have not fully reduced the drag penalties, flow
separation and pressure recovery problems that occur during
the abnormal aircraft operating conditions.

Accordingly, it is desirable to improve the performance of
a turbofan gas turbine engine during abnormal aircraft oper-
ating conditions to provide a nacelle assembly having a
reduced thickness, reduced weight and reduced drag.

SUMMARY OF THE INVENTION

A gas turbine engine includes a compressor section, a
combustor section, a turbine section and a nacelle assembly
which at least partially surrounds the compressor section, the
combustor section and the turbine section. At least a portion
of the nacelle assembly includes an adjustable contour. The
portion of the nacelle assembly including the adjustable con-
tour is selectively moveable to influence the adjustable con-
tour of the nacelle assembly. A controller identifies an abnor-
mal aircraft operating condition and selectively moves the
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portion of the nacelle assembly including the adjustable con-
tour in response to detecting the abnormal aircraft operating
condition.

A method of controlling a gas turbine engine having a
nacelle assembly during a plurality of operability conditions
includes detecting an abnormal aircraft operating condition,
and selectively manipulating an adjustable contour associ-
ated with a portion of the nacelle assembly in response to the
abnormal aircraft operating condition detected.

The various features and advantages of this invention will
become apparent to those skilled in the art from the following
detailed description. The drawings that accompany the
detailed description can be briefly described as follows.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a general sectional view of a gas turbine
engine;

FIG. 2 illustrates a nacelle assembly of the gas turbine
engine illustrated in FIG. 1;

FIG. 3 illustrates a moveable portion of the nacelle assem-
bly of the gas turbine engine shown in FIG. 1;

FIG. 4 illustrates another example moveable portion of the
nacelle assembly of the gas turbine engine shown in FIG. 1;

FIG. 5 illustrates a side view of an inlet lip section of the
nacelle assembly;

FIG. 6 illustrates a first example mechanism for manipu-
lating a variable contour of the nacelle assembly;

FIG. 7 illustrates a second example mechanism for
manipulating the variable contour of the nacelle assembly;
and

FIG. 8 illustrates yet another example mechanism for
manipulating the variable contour of the nacelle assembly.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

FIG. 1 illustrates a gas turbine engine 10 which includes (in
serial flow communication) a fan section 14, a low pressure
compressor 15, a high pressure compressor 16, a combustor
18, a high pressure turbine 20 and a low pressure turbine 22.
During operation, air is pulled into the gas turbine engine 10
by the fan section 14, pressurized by the compressors 15, 16
and is mixed with fuel and burned in a combustor 18. Hot
combustion gases generated within the combustor 18 flow
through the high and low pressure turbines 20, 22, which
extract energy from the hot combustion gases.

In a two-spool design, the high pressure turbine 20 utilizes
the extracted energy from the hot combustion gases to power
the high pressure compressor 16 through a high speed shaft
19, and a low pressure turbine 22 utilizes the energy extracted
from the hot combustion gases to power the low pressure
compressor 15 and the fan section 14 through a low speed
shaft 21. However, the invention is not limited to the two-
spool gas turbine architecture described and may be used with
other architectures such as a single-spool axial design, a
three-spool axial design and other architectures. That is, the
present invention is applicable to any gas turbine engine, and
to any application.

The example gas turbine engine 10 is in the form of a high
bypass ratio turbofan engine mounted within a nacelle assem-
bly 26, in which a significant amount of air pressurized by the
fan section 14 bypasses the core engine 39 for the generation
of propulsion thrust. The nacelle assembly 26 partially sur-
rounds an engine casing 31, which houses the core engine 39
and its components. The airflow entering the fan section 14
may bypass the core engine 39 via a fan bypass passage 30
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which extends between the nacelle assembly 26 and the
engine casing 31 for receiving and communicating a dis-
charge airflow F1. The high bypass flow arrangement pro-
vides a significant amount of thrust for powering an aircraft.

The engine 10 may include a geartrain 23 that controls the
speed of the rotating fan section 14. The geartrain 23 can be
any known gear system, such as a planetary gear system with
orbiting planet gears, a planetary system with non-orbiting
planet gears or other type of gear system. In the disclosed
example, the geartrain 23 has a constant gear ratio. It should
be understood, however, that the above parameters are only
exemplary of a contemplated geared turbofan engine 10. That
is, the invention is applicable to traditional turbofan engines
as well as other engine architectures.

The discharge airflow F1 is discharged from the engine 10
through a fan exhaust nozzle 33. Core exhaust gases C are
discharged from the core engine 39 through a core exhaust
nozzle 32 disposed between the engine casing 31 and a center
plug 34 disposed coaxially around a longitudinal centerline
axis A of the gas turbine engine 10.

FIG. 2 illustrates an example inlet lip section 38 of the
nacelle assembly 26. The inlet lip section 38 is positioned
near a forward segment 29 of the nacelle assembly 26. A
boundary layer 35 is associated with the inlet lip section 38.
Theboundary layer 35 represents an area adjacent to the inner
and outer flow surfaces of the inlet lip section 38 at which the
velocity gradient of airflow is zero. That is, the velocity pro-
file of oncoming airflow F2 goes from a free stream away
from the boundary layer 35 to near zero at the boundary layer
35 due to the friction forces that occur as the oncoming
airflow F2 is communicated over the inner and outer flow
surfaces of the inlet lip section 38. The nacelle assembly 26
further includes a cowl section 37 positioned downstream
relative to the inlet lip section 38.

The inlet lip section 38 defines a contraction ratio. The
contraction ratio represents a relative thickness of an inlet lip
section 38 of the nacelle assembly 26 and is represented by
the ratio of a highlight area H, (ring shaped area defined by
highlight diameter D,)) and a throat area T , (ring shaped area
defined by throat diameter D, of the nacelle assembly 26).
Current industry standards typically use a contraction ratio of
approximately 1.33 to reduce the separation of the oncoming
airflow F2 from the inner and outer flow surfaces of the inlet
lip section 38 during various engine operations, but other
contraction ratios may be feasible. “Thick” inlet lip section
designs, which are associated with large contraction ratios,
increase the maximum diameter D, . and increase weight
and drag penalties associated with the nacelle assembly 26. In
addition, a desired ratio of the maximum diameter Dmax
relative to the highlight diameter D,, is typically less than or
equal to about 1.5, for example. A person of ordinary skill in
the art would understand that other ratios of the maximum
diameter Dmax relative to the highlight diameter D,, are pos-
sible and will vary depending upon design specific param-
eters.

Dynamically and actively adjusting a variable contour
associated with a portion of a nacelle assembly 26 during
abnormal aircraft operating conditions increases the amount
of airflow communicated through the gas turbine engine 10
and reduces the amount of flow separation experienced at the
internal and external flow surfaces of the inlet lip section 38.
Flow separation at the internal flow surface causes a reduction
in pressure recovery (i.e., the ratio of the pressure of oncom-
ing airflow F2 relative to the pressure of airflow entering the
fan section 14) of the gas turbine engine 10. Flow separation
at the external flow surfaces of the inlet lip section 38 results
in increased drag penalties. Control logic is used to actively
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manipulate the variable contour of the nacelle assembly 26.
The variable contour aspects of the nacelle assembly 26 may
be achieved at a variety of locations of the nacelle assembly
26 and via a variety of mechanisms, as is further discussed
below.

FIG. 3 illustrates an example inlet lip section 38 having an
adjustable contour. Although shown with respect to the inlet
lip section 38, a person of ordinary skill in the art having the
benefit of this disclosure would understand that any portion of
the nacelle assembly 26, or any combination of portions, may
be provided with an adjustable contour.

The inlet lip section 38 is moved to influence the adjustable
contour of inlet lip section 38 in response to detecting an
abnormal aircraft operating condition, in one example. In
another example, the cowl section 37 includes the adjustable
contour (See FIG. 4). Inyet another example, both the inlet lip
section 38 and the cowl section 37 include adjustable con-
tours. Adjusting the contour of the inlet lip section 38 during
diverse conditions increases the operational effectiveness of
the gas turbine engine 10.

A sensor 61 detects the abnormal aircraft operating condi-
tion and communicates with a controller 62 to actively trans-
late the inlet lip section 38 and manipulate the adjustable
contour thereof. Of course, this view is highly schematic. In
addition, the illustrations of the movement of the inlet lip
section 38 are shown exaggerated to better illustrate the
adjustable contour of the inlet lip section 38. A person of
ordinary skill in the art would understand the distances the
inlet lip section 38 should be displaced in response to sensing
each specific abnormal aircraft operating condition. It should
be understood that the sensor 61 and the controller 62 may be
programmed to detect any known abnormal aircraft operating
condition and that each abnormal aircraft operating condition
may be associated with a distinct contour of the inlet lip
section 38. That is, the sensor 61 and the controller 62 are
operable to manipulate the adjustable contour of inlet lip
section 38 to a position which corresponds to the abnormal
aircraft operating condition that is detected (i.e., the adjust-
able contour is controlled via a predetermined schedule pro-
grammed within the controller 62 prior to flight). Also, the
sensor 61 can be replaced by any controller associated with
the gas turbine engine 10 or an associated aircraft. In fact, the
controller 62 itself can generate the signal to adjust the con-
tour of the inlet lip section 38.

The inlet lip section 38 is selectively moveable between a
first position X and a second position X' (represented by
phantom lines) via an actuator assembly 56 to manipulate the
adjustable contour associated with the inlet lip section 38 in
response to detecting an abnormal aircraft operating condi-
tion of the gas turbine engine 10, for example. A “thick™ inlet
lip section 38 is desired during abnormal aircraft operating
conditions to reduce the onset of flow separation. In one
example, the second position X' is axially upstream relative to
the first position X. In another example, the second position
X' is radially outward relative to the first position X. In yet
another example, the second position X' is both axially
upstream and radially outward relative to the first position X.
It should be understood that the actual positioning of the
second position X' relative to the first position X will vary
depending upon the abnormal aircraft operating condition
detected. A person of ordinary skill in the art would under-
stand that the attached Figures therefore represent only one
possible position of the inlet lip section 38.

The adjustable contour of the inlet lip section 38 may also
be influenced during abnormal aircraft operating conditions
by “drooping” a portion of the inlet lip section 38 relative to
a remaining portion of the inlet lip section 38 (See FIG. 5). In
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one example, a bottom portion 60 of the inlet lip section 38 is
pivoted relative to a plane 64 defined by the foremost end 66
of the inlet lip section 38. The bottom portion 60 is pivoted
inwardly at an angle between 2 to 6 degrees relative to the
plane 64 (shown in phantom lines as “droop” position D), in
one example. Although FIG. 5 illustrates the “droop” of the
bottom portion 60 relative to the remaining portion ofthe inlet
lip section 38, it should be understood that any portion of the
inlet lip section 38 may be drooped to achieve the desired
reduction of flow separation during certain abnormal aircraft
operating conditions.

A person of ordinary skill in the art having the benefit of
this disclosure will be able to implement an appropriate
actuator assembly 56 to manipulate the adjustable contour,
including but not limited to pneumatic, hydraulic and elec-
tromagnetic actuator assemblies. Additionally, the inlet lip
section 38 is moveable to any position between the first posi-
tion X and the second position X'. Altering the inlet lip section
38 contour increases the airflow communicated through the
engine and reduces the drag experienced by the nacelle
assembly 26 during certain abnormal aircraft operating con-
ditions thereby improving the propulsion performance of the
aircraft. The inlet lip section 38 is returned to the first position
X during normal cruise operations of the aircraft.

In one example, the abnormal aircraft operating condition
includes a windmilling engine-out condition. A windmilling
engine-out condition occurs when an engine of a multi-en-
gine aircraft losses functionality or is otherwise shutdown.
The shutdown engine is advantageously permitted to rotate,
and is driven by an airflow resulting from the forward velocity
of'the aircraft (i.e., the damaged engine is permitted to wind-
mill). Adjusting the contour of the inlet lip section 38 during
the windmilling condition permits communication of an
increased amount of airflow through the engine and reduces
the drag experienced by the nacelle assembly 26. This facili-
tates relight of the engine 10. Subsequent to the relight, the
inlet lip section 38 contour is restored to its nominal shape
(i.e., the first position X).

In another example, the adjustable contour of the inlet lip
section 38 is manipulated in response to detecting a cross-
wind take-off condition. Crosswind take-off conditions are
experienced during take-off as an aircraft travels down a
runway (i.e., where the aircraft experiences airflow in a
roughly perpendicular direction with respect to the move-
ment of aircraft down the runway). In still another example,
the abnormal aircraft operating condition includes a fan
blade-out condition (i.e., a fan blade from fan section 14
becomes dislodged). In yet another example, the abnormal
aircraft operating condition includes a high angle of attack
condition. In yet another example, the abnormal aircraft oper-
ating condition includes yaw conditions. Yaw conditions are
experienced in flight where an aircraft is traveling sideways in
a direction perpendicular to the airflow. The airflow causes
the aircraft to shift in a side-to-side motion, otherwise known
as aircraft yaw. It should be understood that the manipulation
of the adjustable contour of the lip section 38, or any other
portion of the nacelle assembly 26, may be achieved by mov-
ing the inlet lip section 38 to the second position X', or to any
other intermediate position, in response to any operating con-
dition experienced by the aircraft.

The manipulation of the adjustable contour of the nacelle
assembly 26 may be achieved in a variety of ways. FIG. 6
illustrates an example internal linkage 57 utilized to manipu-
late the contour associated with the inlet lip section 38 of the
nacelle assembly 26. Although the example illustrated in FIG.
6 is shown in association with the inlet lip section 38, it should
be understood that the internal linkage 57 could be utilized to
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adjust the contour associated with any portion of the nacelle
assembly 26. The internal linkage 57 is housed within a cavity
78 of the inlet lip section 38. The actuator assembly 56
deploys the internal linkage 57 by pivoting, toggling, and/or
extending the internal linkage 57 to adjust the contour.

The nacelle assembly 26 includes an outer skin comprised
of a flexible material that is adjustable to manipulate the
contour associated with a portion of the nacelle assembly 26.
In one example, the outer skin includes an aluminum alloy. In
another example, the outer skin comprises a titanium alloy. A
person of ordinary skill in the art having the benefit of this
disclosure would be able to choose an appropriate material for
the flexible outer skin.

FIG. 7 illustrates a second example mechanism for adjust-
ing the contour of the nacelle assembly 26. In this example,
the inlet lip section 38 includes a plurality of bellows 90
positioned between a front bulkhead 92 and a maximum
thickness point 94 of the inlet lip section 38. The bellows 90
extend circumferentially about the entire nacelle assembly
26, although only a single position of the bellows 90 is illus-
trated in FIG. 7. Each bellow 90 includes a first hinge 96
positioned adjacent to the front bulk head 92 and a second
hinge 98 positioned adjacent to the maximum thickness point
94 in the inlet lip section 38. Each bellow 90 is translatable to
adjust the contour of the inlet lip section 38 by moving the
hinges 96, 98 either toward or away from one another (i.e., in
either an upstream direction or downstream direction relative
to one another). The actuator assembly 56 translates the bel-
lows 90 in response to receiving a signal from the controller
62 representing a detected abnormal aircraft operating con-
dition, for example.

The bellows 90 of the nacelle assembly 26 include an outer
skin comprised of a flexible material. In one example, the
outer skin includes an aluminum alloy. In another example,
the outer skin comprises a titanium alloy. A person of ordinary
skill in the art having the benefit of this disclosure will be able
to choose an appropriate material for the flexible outer skin.

FIG. 8 illustrates yet another example mechanism for
manipulating the adjustable contour associated with a portion
of the nacelle assembly 26. In this example, the inlet lip
section 38 comprises a shape memory alloy 100 having a first
solid phase that corresponds to a first shape of the inlet lip
section 38 and a second solid phase that corresponds to a
second shape of the inlet lip section 38. The inlet lip section
38 may be transitioned between the first solid phase and the
second solid phase to adjust the contour associated with the
inlet lip section 38. The shape memory alloy 100 is thermally
or magnetically active to transition between the phases and
manipulate the adjustable contour of the inlet lip section 38.

One example of a thermally active shape memory alloy
includes a nickel titanium alloy. A second example thermally
active shape memory alloy includes a copper zinc aluminum
alloy. Yet another example thermally active shape memory
alloy includes a copper aluminum nickel alloy. One example
mechanically active shape memory alloy includes a nickel
manganese gallium alloy. However, other shape memory
alloys may be utilized, as would be understood by those of
ordinary skill in the art having the benefit of this disclosure. In
combination with a source 102 that provides heat or a mag-
netic field in response to receiving a signal from the controller
62, the shape memory alloy 100 adjusts to manipulate the
adjustable contour of the inlet lip section 38.

To achieve the adjustable contour manipulation, the inlet
lip section 38 of the nacelle assembly 26 includes an outer
skin comprised of a flexible material. In one example, the
outer skin includes an aluminum alloy. In another example,
the outer skin comprises a titanium alloy. A person of ordinary
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skill in the art having the benefit of this disclosure would be
able to choose an appropriate material for the flexible outer
skin.

The foregoing description shall be interpreted as illustra-
tive and not in any limiting sense. A worker of ordinary skill
in the art would recognize that certain modifications would
come within the scope of this invention. For that reason, the
following claims should be studied to determine the true
scope and content of this invention.

What is claimed is:

1. A gas turbine engine, comprising:

a compressor section, a combustor section, and a turbine
section;

a nacelle assembly at least partially surrounding at least
one of said compressor section, said combustor section
and said turbine section, wherein said nacelle assembly
includes an inlet lip section and a cowl section that each
include an adjustable contour, each of said inlet lip sec-
tion and said cowl section including a first surface that
faces radially inward and a second surface that faces
radially outward, each of said first surfaces and said
second surfaces being moveable to influence said adjust-
able contours; and

a controller that identifies an abnormal aircraft operating
condition, wherein said controller selectively moves
said inlet lip section and said cowl section of said nacelle
assembly in response to detecting said abnormal aircraft
operating condition.

2. The gas turbine engine as recited in claim 1, wherein said
abnormal aircraft operating condition includes at least one of
a windmilling engine-out condition, a crosswind take-off
condition, a fan blade-out condition, a high angle of attack
condition and a yaw condition.

3. The gas turbine engine as recited in claim 1, comprising
a sensor that produces a signal representing said abnormal
aircraft operating condition and communicates said signal to
said controller.

4. The gas turbine engine as recited in claim 1, comprising
an actuator assembly in communication with said controller
to move said nacelle assembly in response to detecting said
abnormal aircraft operating condition.

5. The gas turbine engine as recited in claim 4, comprising
atleast one of an internal linkage, a plurality of bellows and a
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shape memory alloy that is actuated by said actuator assembly
to influence said adjustable contours.

6. The gas turbine engine as recited in claim 1, wherein at
least one of said first surfaces and said second surfaces are
moveable between a first position and a second position, and
said second position is axially upstream relative to said first
position.

7. The gas turbine engine as recited in claim 1, wherein at
least one of said first surfaces and said second surfaces are
moveable between a first position and a second position, and
said second position is radially outward relative to said first
position.

8. The gas turbine engine as recited in claim 1, wherein said
inlet lip section is pivoted relative to said cowl section,
wherein said inlet lip section is inwardly pivoted at an angle
relative to a plane positioned at a foremost end of said nacelle
assembly.

9. The gas turbine engine as recited in claim 1, comprising
a plurality of bellows that influence said adjustable contours.

10. The gas turbine engine as recited in claim 1, comprising
a shape memory alloy that influences said adjustable con-
tours.

11. The gas turbine engine as recited in claim 1, wherein
said abnormal aircraft operating condition includes at least
one of a windmilling engine-out condition, a fan blade-out
condition, a high angle of attack condition and a yaw condi-
tion.

12. The gas turbine engine as recited in claim 1, wherein
said abnormal aircraft operating condition is a windmilling
engine-out condition.

13. The gas turbine engine as recited in claim 1, wherein
said abnormal aircraft operating condition is a crosswind
condition.

14. The gas turbine engine as recited in claim 1, wherein
said abnormal aircraft operating condition is a fan blade-out
condition.

15. The gas turbine engine as recited in claim 1, wherein
said abnormal aircraft operating condition is a yaw condition.

16. The gas turbine engine as recited in claim 1, wherein
said first surfaces and said second surfaces are moveable
between a first position and a second position, and said sec-
ond position is both axially upstream and readily outward
relative to said first position.

#* #* #* #* #*



